
Innovative  
drainage.
Geberit shower frames with wall drain



Proven technology. 
Available for showers too.

The Geberit Duofix installation 
system has already proven itself 
when used with WCs, basins,  
etc. This innovative solution is 
also available for wet room 
showers. The Duofix shower 
frame positions the drain and 
waste water connections in the 
wall and, as you would expect 
from Geberit, is quick and easy to 
install. The integrated sealing 
connection makes floor and wall 
sealing easy. The floor construction  
is significantly simpler as there is 
no drain to consider. Get to know 
a tried and tested system that 
makes wet room showers as easy 
to install as a WC.
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Less effort required for installation.
Save time without making  
compromises.

Easily installed.
A secure and convenient solution.

You can find out more about  
installing Geberit shower frame
→ www.geberit.co.uk

Offer your customers a secure 
and convenient solution with an 
integrated wall drain.

1 Structural work
Install the Duofix shower drain in the same 
way as you would for a WC. Position the 
drainage unit so that the metal flange is 
flush with the upper edge of the subfloor 
and then connect the drain to the waste 
water system.

2 Laying the subfloor
The slope of the subfloor towards the wall 
drain should be at a gradient of 1 to 2%.

3 Sealing
Once the subfloor has been laid, you can 
remove the protective cover, adjust the 
sealing flange and affix the sealing layer.

4 Tiling the floor
Adjust the compensation frame according 
to the height of the floor tiles. 

5 Final installation
The sight frame is used to make the precise 
adjustments depending on the thickness 
of the wall tiles. Then all that remains is to 
position the hair trap and put the design 
cover into place. Finished!

H50 Duofix Shower Frame is suitable  
to be installed into wooden floors. 
Contact Geberit to discuss available 
flooring options.

The shower element is integrated into the  
Geberit Duofix system. Flexible connections  
for composite sealing form an integral part 
of the shower element, ensuring a secure 
seal and preventing any stress which could 
cause cracks between the wall and the 
floor sealing. Floor drains in wet rooms 
have often been considered a hindrance 
when it came to laying under-floor heating 
and have affected sound and thermal 
insulation. By installing the drain in the wall, 
this is no longer an issue.

3b Affix the sealing layer

5a Install the sight frame and hair trap

3a Adjust the sealing flange

4 Adjust the compensation frame

2 Panel the wall, form a slope  
in the subfloor

1 Position the drainage unit

5b Put the design cover into place
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Advantages. 
For you and your customers.

Advantages for you 

→ Wall drain: positioning the drain in the wall  
and integrating it into the Geberit Duofix  
installation system saves you time and effort 
during installation.

→ Leakproof: the Geberit Duofix shower frame 
contains an integrated system, which makes 
it easy to connect composite seals. They have 
been designed with elastic to prevent stress 
and guarantee a watertight seal for many years.

→ Flexible: various components and fittings  
on the frame can be adjusted giving maximum 
flexibility during installation.

→ Versatile: with fully integrated, adjustable trap 
support for use in screeded and wooden floors.

→ Quality controlled in accordance with  
DIN EN 1253.

Advantages for your customers

→ Stylish: the visible design covers are available  
in four discreet finishes – brushed stainless 
steel, gloss chrome, alpine white and a bespoke  
option that allows the cover to be fashioned  
to any bathroom theme.

→ Easy to clean: concealed behind the attractive 
design cover is a hair trap, which can easily  
be removed for cleaning.

→ Tried and tested: Geberit’s expertise and many 
years of experience in sanitary technology  
ensure a quality that can be relied upon.

Design cover 

→ 154.330.XX.1

Use: for all shower systems

 →  brushed stainless steel (FW)

 →  gloss chrome (21)

 →  alpine white (11)

 →  bespoke option (00)

Removable for easy cleaning of 
the hair trap.

Geberit Duofix shower frame 
H130, with outlet bend d50

→ 111.731.00.1 

Taps: surface-mounted or 
concealed 
Use: part-height or full-height 
dry walls

Geberit Duofix shower frame  
H50, with outlet bend d50

→ 111.743.00.1

Taps: type and position can 
be freely selected
Use: part-height or full-height 
dry walls 
Suitable for wooden floors.
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Geberit Sales Ltd
Geberit House 
Academy Drive
Warwick
Warwickshire
CV34 6QZ

T 0800 077 8365
F 0844 800 6604
Eire: +44 (0)1926 516 800
Literature:  0800 007 5133

→ www.geberit.co.uk
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